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H a r r i n g t o n  c o m p l e t e  C r a n e s

Ser ies  3  Underhung  Crane  D r ive  Wheels

Harrington’s motorized and geared underhung cranes use a gear system that drives two of the four 
wheels on each end truck. All Series 3 underhung cranes have two bearings in each wheel.

Induction-hardened 
steel gears 
provide synchronous power 
to paired drive wheels

Brake Coil

Adjusting Bolt

Two deep groove 
ball bearings 
per wheel for smooth 
operation and long life

Brake assembly 
is easy to adjust and is controlled 
by an independent DC circuit for 
compatibility with standard, EAC, 
or Variable Frequency drive control 

Stationary axles 
welded to end truck 
frame for ruggedness
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Br idge  Beam Select ion  Char ts

S e r i es   3  —  S i n g l e  G i r de  r  B eam    S i z es

Bridge beam sizing is based on Harrington chain hoist products’ weights and speeds

Maximum  
Allowable  

Span  
(ft)

Capacity (Tons)

1/2 1 2 3 5 8 10

10 S8x18.4 S8x18.4 S10x25.4 S12x31.8 S12x40.8 W18x71 W21x93

15 S8x18.4 S8x18.4 S10x25.4 S12x40.8 S15x50 W21x83 W18x106

20 S8x18.4 S10x25.4 S12x31.8 S15x42.9 S15x42.9 
C8x11.5 W21x93 W18x119

25 S10x25.4 S10x25.4 S12x31.8 
C8x11.5

S15x42.9 
C8x11.5

S15x42.9 
C10x15.3 W24x103 W24x103 

C12x20.7

30 S10x25.4 S12x31.8 S15x42.9 S15x42.9 
C10x15.3 W16x77 W24x103 W27x129

35 S12x31.8 S15x42.9 S15x42.9 
C8x11.5 W16x67 W21x83 W27x114 W30x148

40 S15x42.9 S15x42.9 
C8x11.5 W18x60 W18x71 W21x83 W27x114 

C12x20.7
W27x129 
C15x33.9

45 S15x42.9 
C8x11.5 W16x57 W18x71 W18x76 W24x94 W27x114 

C15x33.9
W30x148 
C15x33.9

50 W16x40 W18x60 W18x76 W21x83 W27x102 W30x124 
C15x33.9

W30x148 
C15x33.9

55 W16x57 W16x67 W21x83 W24x94 W27x114 W30x132 
C15x33.9

W30x148 
C15x33.9

60 W16x67 W18x76 W21x93 W27x114 W30x116 
C15x33.9

W33x141 
C15x33.9

W33x169 
C15x33.9

Note: Above caps are span less 10'0" for overall length. 
Consult Customer Service for wire rope hoist beam sizes.

H P C  Rec   o mme   n ded    B r i d g e  B eams     —  E l ect   r i c  H o i st

Bridge beam sizing is based on Harrington products’ weights and speeds

1.	I ncludes 15% allowance for Electric Hoist load factor.
2.	Based on Harrington’s electric chain hoist product.
3.	For spans greater than 10 ft, braces between end truck and bridge beam are recommended.

Capacity  
(Tons)

Maximum Allowable Span (ft)

10 15 20 24

1/2 S8x18.4 S8x18.4 S8x18.4 S10x25.4

1 S8x18.4 S8x18.4 S10x25.4 S10x25.4

2 S10x25.4 S10x25.4 S12x31.8 S12x31.8 
C8x11.5
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H a r r i n g t o n  c o m p l e t e  C r a n e s

P roduct  Speci f icat ion  Form 
Har r ington  Com plete  C rane  Systems 

HARRINGTON COMPLETE CRANE SYSTEMS

Quantity	 _____
Capacity	 _____ (Ton)
Span	 _____
Voltage	 _____ (If Motorized)
Runway Length	 _____

Crane Type	 _____ Single Girder _____ Double Girder 
	 _____ Top Running _____ Underhung

Structure	 _____ Rail Size (If Top Running) _____ Runway Beam Size (If Underhung)

Bridge Travel	 _____ Motorized _____ Push _____ Geared
(If Motorized)	 _____ Single Speed _____ Dual Speed _____ VFD _____ Desired Speed
(If Geared)	 _____ Hand Chain Drop (feet)

Specials:	 ___________________________________________________

Bridge Beam	 _____ Required _____ Existing _____ Beam Spec. (If Existing)

Hoist Type	 _____ Manual Chain _____ Electric Chain _____ Electric Wire Rope
Lift	 _____ Feet
(If Electric)	 _____ Single Speed _____ Dual Speed _____ VFD _____ Desired Speed

Options:	 _____ Canvas Chain Container

Specials:	 ___________________________________________________

Trolley Type	 _____ Motorized _____ Push _____ Geared
(If Motorized)	 _____ Single Speed _____ Dual Speed _____ VFD _____ Desired Speed
(If Geared)	 _____ Hand Chain Drop (feet)

Specials:	 ___________________________________________________

Form completed by:

Name _________________________________________   Company _____________________________________

Phone _ _______________________________________   Fax _________________________________________

Address _ ____________________________________   City _ _________________   State _ ____   Zip ________

E-Mail Address ________________________________   Copy & fax to 717-665-7432
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Opt ions

Flat Cable Festooning

•	 Roving pendant

•	 Hoist/trolley power

•	 Runway—crane power

Variable Frequency Control

•	 Multiple speeds

•	 Infinitely variable speeds

•	 Programmable acceleration and deceleration

Remote Control

•	 Radio

•	 Infrared

•	 Wall-mounted pendant (hard-wired)

24V or 48V Control Voltage 

(110V is standard)

NEMA 4, 4X, 12, or 13 Bridge Control Box 

(NEMA 1 is standard)

NEMA 4 or 4X Pendant

Warning Devices

•	 Lights

•	 Audible alarms

Enclosed Conductor Electrification

•	 Bridge 

•	 Runway

Multiple Hoists on Single Bridge

Power Supply—Other Voltages Available

Interlocking Bridges

Patented Track Runway Applications 

(3 1/4" and above)

Travel Limit Switches

Load Limiting Device

Special Applications




